
OPERATIONAL MAINTENANCE INSPECTION FORM 
Use the below chart to report detailed product conditions.

Customer �

Site Location �

Date Installed  �

Inspection Date �

Inspection Performed by �

Next Inspection Date  �

Item for Assessment Identified Hazard
Calculated  
Risk Score

Actions to take place

Posts & Structural Members

•	 Inspect for physical damage, 
missing or loose bolts, etc.  

•	 Identify any rust or corrosion, 
especially if parts are welded.

•	 Ensure footing/foundations are 
secure & in good condition.

Platform Decks

•	 Inspect for any physical 
damage, or cracking at welds.

•	 Decks are secure, with no 
missing or loose bolts.

Safety Rails & Play Panels

•	 Handrails & guardrails are intact 
& secure.

•	 No sharp edges or hazards are 
present.

•	 Timber items are in good 
condition – no rot or damage

•	 Plastic items are in good order  
– no warping, damage

Slides

•	 Inspect for any damage caused 
by wear or vandalism, 

•	 Remove any foreign material 
that may be present along slide 
bed

•	 Ensure supports are stable & 
free of damage or wear

•	 Fixings & bolts are secure.

This form continues on the next page ...
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Item for Assessment Identified Hazard
Calculated  
Risk Score

Actions to take place

Rope, Nets & Chain

•	 Inspect for wear, cuts or 
vandalism including repairs.

•	 Ensure connections & end 
terminations are secure.  Note 
wear & tear issues.

•	 Check pivots for chain (bosses) 
are intact.

Other

•	 No bolts/screws are loose or 
exposed; do-nuts & safety caps 
are present.

•	 Ensure connections are secure 
for moving activities, lubricate 
as necessary.

Dynamic Equipment

•	 Check as per Dynamic Items 
checklist and Item specific 
Inspection form (request from 
Moduplay if required).

•	 All connections and elements 
involved in the moving assembly 
must be closely inspected for 
any signs of wear, cracking, 
fatigue or corrosion. 

•	 !! Items such as Large 
Basket Swings, Flying Foxes, 
Overhead Spinners must be 
checked more often if use is 
heavy. 

•	 !! Wear items and components 
must be replaced as soon as 
any deterioration is detected, 
and typically at least every 24 
months (more frequently in 
higher-use areas)

Surrounding Play Area

•	 Inspection should include area 
surround equipment, including 
‘soft-fall’ levels & slide exits, fall 
zones, etc.

•	 General other safety & hygiene 
considerations, including gum, 
graffiti and standing water.

•	 Remove any loose foreign 
material caught between play 
items & decks.

NEED ANOTHER FORM? Click Here
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https://www.moduplay.com.au/maintenance-and-repairs/
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	Identified HazardOther  No boltsscrews are loose or exposed donuts  safety caps are present  Ensure connections are secure for moving activities lubricate as necessary: 
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